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Luminaire: Turn Spot Halo_12grS_840

Type No.: 

Test Report: VFR-190116-0299-MS

Date / name: 16-01-2019 - Viso LabSpion - serial: 

2316635689 sensor serial: 3060857322

Tilt-angle: 0°

Conv.factor: 1

File Name: TurnSpotHalo_12grS_840.ldt

Lightsources 1

Type: V18_40E4000-C-73_900mA

Total luminous flux: 4725 lm

Colour temp: 4000

CRI: 83.9

Watt total: 34,53 W

Dimensions    Luminous Physical

Length mm  166  180

Width (Circular=0)    0    0

Heigth C0° side   16  200

Heigth C90° end   16

Heigth C180° side   16

Heigth C270° end   16

90°270°

180°

C=0°

Luminaire seen from above   

Curve       C-plane (C)

All the planes

are equal

Light Output Flux: 4047 Lm

Light Output Ratio

Total     85,7%

Downwards 85,7%

2000

4000

6000

8000

30°

60°

90°

120°150°180°150°120°

90°

60°

30° 0°
+Gamma +Gamma

cd/1000lm

C0°C180°

Fox Belysning AB Telefonplan +46 84408540, info@foxbelysning.se, www.foxbelysning.seFox Belysning AB Telefonplan +46 84408540, info@foxbelysning.se, www.foxbelysning.se




